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- SEATING

NOTES :

REFER TO APPLICABLE SYMBOL LIST.

DIMENSIGNING & TOLERANCING PER ANSI V14.5-1973.
LEADS HAVING A MAXIMUM DIAMETER OF .838 MEASURED
IN GAUGING PLANE 1.372-1.397 BELOW THE SEATING
PLANE OF THE DEVICE SHALL BE LOCATED AT POSITICN
TOLERANCE WITH .356 DIAMETER.

CONTROLLING DIMENSION: INCH.

THIS OUTLINE DOES NOT MEET THE MINIMUM CRITERIA
ESTABLISHED FOR REGISTRATION.
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ISSUE| 4 s 1976
JEDEC TITLE ISSUE | DATE | 15— 233 AA
SOLID STATE PRODUCT HEADER FAMILY
| OUTLINES 7.112 PIN CIRCLE a 6/1/76




SEATING

NOTES:

REFER TO APPLICARLE SYMBOL LIST.

DIMENSICNING & TOLERANCING PER ANST Y14.5-15673.
LEADS HAVING MAXIMUM DIAMETER OF .033 MEASURZD
IN GAUGING PLANE .054-.055 BELOW THE SEATING
PLANE OF THE DEVICE SHALL BE LOCATED AT FOSI-
TIONAL TOLERANCE WITHIN .014 DTIAMETER.
CONTROLLING DIMENSIONS: INCH.

THIS OUTLINE DOES NCT MEET THE MINIMUM CRITERIA
ESTABLISHED FOR REGISTRATION.
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