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MILLIMETER DIMENSIONS ARE DERIVED FROM BASIC INCH DIMENSIONS

INDEX POINT
(NOTE 4)

INCHES MILLIMETERS .
SIMBOL |y MAX MIN MAX NOTES
@ - 1.443 - 36.65
#7  1.109 |1.212 28.2 30.7 1
E 1.212 [1.250 30.79 31.75 2
F 090 400 2.8 10.1 5
J 1.313 | 2.250 33.4 57.1° 1
M 550 .625 13.97 15.87 6
N 922 .985 23.42 25.01
g .078 109 1.9 2,76
gry | 234 | .281 5.95 7.13
gr5 «250 .281 6.35 7.13 7
oW .5828 .5889 14.804 14.958 8
NOTES:
1. Device body and terminals (with exception of hexagon) lie within the cylinder

2‘
3.

La

diameter @D; and length J.

Position of terminals in relation to the hexagon is not controlled.

Four terminals. Omission of a maximum of one terminal is optional. Position
of the terminals is optional. The number and position of terminals actually
present are indicated in the product registration.

The use of either a hook or tab terminal contour is optional. An index

point is required when the tab terminal (identical to the adjacent terminals)
contour option is used,

A chamfer (or undercut) on one or both ends of hexagomal portion 1s optional.
Incomplete or undercul threadse.

Use of tab extension is optional,

Pitch of diameter of 5/8-18 UNF-2A (coated) threads (ASA B1.1-1960).
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