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SEATING PLANE
OUTLINE INTENDED FOR AUTOMATIC HANDLING
INCHES MILLIMETERS

SYMBOL MIN. MAX, MIN. MAX. NOTES
A 0. 242 0. 260 6.15 6. 60

$ a 0. 200 5.08 4

¢ b2 0.016 0.019 0. 406 0.483 2

¢ b3 0,021 0.53 2

¢ D 0.358 0.370 9.09 9.40 6

¢ D1 0.322 0.335 | 8.18 8.51 7
e 0. 100 2.54
h 0. 009 0.041 0.23 1.04 8
] 0.028 0.034 0.711 0.864
K 0.010 0.25
k 0.029 0. 045 0,74 L. 14 3
| 1.500 1.625 | 38.1 41.3 2
(1 0. 020 0.51 2
I2 0. 250 6.35 2
P 0. 150 3.81 1
Q 0. 050 1.27
R 0.010 0.25
r 0. 007 0.18
a 45° 45° 5

THIS ZONE IS CONTROLLED FOR AUTOMATIC HANDLING. THE VARIATION IN ACTUAL DIAMETER WITHIN
THE ZONE SHALL NOT EXCEED 0, 010" (0. 25 MM).

(3 LEADS) ¢ by APPLIES BETWEEN I} AND 1. ¢ b3 APPLIES BETWEEN 12 AND 1. 5" FROM SEATING PLANE,
DIAMETER I'S UNCONTROLLED IN I} AND BEYOND 1.5" FROM SEATING PLANE.

MEASURED FROM MAXIMUM DIAMETER OF THE ACTUAL DEVICE.

LEADS HAVING MAXIMUM DIAMETER (0. 019", 0.438 MM) MEASURED IN GAGING PLANE 0. 054" + 0, 001"

- 0.000" (1. 372 MM + 0. 025 MM - 0. 000 MM) BELOW THE SEATING PLANE OF THE DEVICE SHALL BE WITHIN
0. 007" (0. 178 MM) OF THEIR TRUE LOCATIONS RELATIVE TO A MAXIMUM WIDTH TAB.

TAB CENTERLINE.

CONCENTRIC TO ¢ a WITHIN 0.006" TOTAL INDICATOR READING. CAP FLANGE SHALL NEVER EXTEND
BEYOND HEADER PERIPHERY. 0. 005" MAX BURR OR WELD FLASH.

CONCENTRIC TO ¢ a WITHIN 0. 006" TOTAL INDICATOR READING.

APPLIES TO THICKNESS OF TAB.



