I & Microsemi 2N6352 and 2N6353

PACKAGE DIMENSIONS
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Ltr Inches Millimeters Notes
HT CH Min | Max | Min | Max
} cD - 0.620 - 15.75
l I ] CH | 0250 | 0.340 | 6.35 | 8.64
Saatif I f \ ] HR - 0.350 - 8.89
— —_ I HR1 | 0.115 | 0.145 | 292 | 3.68
1 - LL + HT | 0.050 | 0.075 | 1.27 | 1.91 3
i [ Y LD | 0.028 | 0.034 | 0.711 | 0.863 4
LL1 | LL | 0.360 | 0.500 | 9.14 | 12.70 4
| LL1 - 0.050 - 1.27 4
I MHD | 0.142 | 0.152 | 3.61 | 3.86
| MHS | 0.958 | 0.962 | 24.33 | 24.43
PS | 0.190 | 0.210 | 4.83 | 5.33
PS1 MHD PS1 | 0.093 | 0.105 | 2.36 | 2.67
* * S1 | 0570 | 0.590 | 14.48 | 14.99
T 0.190 | 0.210 | 4.83 | 5.33
T Emitter
T2 Base (B1)
T3 Base (B2)
* HR1 Case Collector
PS
NOTES:

1. Dimensions are in inches. Millimeters are given for information only.

Internal resistance (typically 750 ohms). This resistor is optional.

The outline contour is optional.

Dimension does not include sealing flanges.

All leads.

Terminal designation is as follows: 1 — emitter, 2 — base (B1), 3 — base (B2). The collector shall be connected to the case.
Shape of capweld flange is optional and cannot extend beyond dimension HR.

In accordance with ASME Y14.5M, diameters are equivalent to ®x symbology.
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