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MILLIMETER DIMENSIONS ARE DERIVED FROM ORIGINAL INCH DIMENSIONS

INCHES MILL I METERS

SYMBOL | \vin. T MAX. MIN. max. | NOTES
A .300 | .350 7.62 | 8.89 -
da .200 T.P. 5.08 T.P. ]
a8 .016 | ,021 .407 .533 2
#B2 .016 | .019 .407 .482 2
ZD .400 .505 10.2 12.8 -
4D .390 | .410 9.91 10.41 -
E .423 | .438 10.75 11.12 -
F .120 | .150 3.05 3.81 -
L .475 - 12.07 - 2
L) - .050 - 1.27 2
L .250 - 6.35 - 2
ﬂ% .163 .189 4.15 4.80 6
N .422 | .453 10.72 11.50 -
N - .078 - 1.98 6
ﬂ* .1658| .1697 4.212 4.310 3

NOTES:

1. LEADS SHALL BE LOCATED RELATIVE TO EACH OTHER SUCH THAT THE CROSS
SECTION OF EACH LEAD HAVING A MAXIMUM DIAMETER OF .019" (.482 MM)
AND MEASURED IN A GAGING PLANE .054" (1.372 MM) + .001" (.025 MM) -
.000" {.000 MM) ABOVE THE REFERENCE PLANE LIES IN A CIRCLE HAVING A
DIAMETER OF .033" (.84 MM) CENTERED AT THE TRUE POSITION OF THE
LEAD AXIS AT ITS POINT OF EXIT. POSITION OF LEAD GROUPING IN
RELATION TO THE BODY IS NOT CONTROLLED.

2. (ALL LEADS) DIAMETER IS NOT CONTROLLED IN L7 AND BEYOND L. @B>
APPLIES BETWEEN L) AND Lp. @B APPLIES BETWEEN L, AND L.
3. PITCH DIAMETER OF 10-32 UNF-2A (COATED) THREADS. (ASA B1.1-1960).
4. ORIENTATION OF LEAD GROUPING IN RELATION TO THE HEXAGON IS NOT
CONTROLLED.
5. A CHAMFER (OR UNDERCUT) ON ONE OR BOTH ENDS OF HEXAGONAL PORTION
1S OPTIONAL.
6. LENGTH OF INCOMPLETE OR UNDERCUT THREADS OF @M.
(L)
o]
~
g
=| JEDEC PUBLICATION 9 QUILINE ISSUE | DATE
L’:tj REGISTERED OUTLINES FOR SEMICONDUCTO#?)SEVICES TO' |32 A JUNE |968




