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INCHES MILLIMETERS
SYMBOL MIN, MAX, MIN. MAX, NOTES
A 475 12,07
@b .029 .033 .737 .838
@D .885 22.48
@D, 455 11.56
@D, .685 17.40
e .100 T.P. 2.54 T.P. 1
ey .200 T.P. 5.08 T.P. 1
ey .300 T.P. 7.62 T.P. 1
F .020 .040 .508 1.02
J .690 17.53
K .165 4,19
1 .281 7.14
L, .015 .381 1, 3
M «250 6.35
m .122 .125 3.10 3.18
N 2312 7.92
Q .310 7.87
s .105 T.P. 2.67 T.P. 1
oW 2
B 88° 92° 88° 92°
NOTES :

1. MAXIMUM SIZE LEADS AND STUD MUST BE WITHIN ,0055" (.152 MM) OF THE EXACT POSITIONS
SHOWN WITH RESPECT TO THE ,885" (22.48 MM) MAXIMUM DIAMETER MEASURED AT POINTS
.015" (.381 MM) MAXIMUM BELOW SEATING PLANE,

2, 190-32 UNF-2A., MAXIMUM PITCH DIAMETER OF PLATED THREADS SHALL BE BASIC PITCH
DIAMETER .190" (4.83 MM) REFERENCE (SCREW THREAD STANDARDS FOR FEDERAL SERVICES
1957) HANDBOOK H28 1957 Pl.

3. LEAD DIAMETER IN THIS AREA UNRESTRICTED.
THIS OUTLINE DOES NOT MEET THE MINIMUM CRITERIA ESTABLISHED BY JS-10 FOR REGISTRATION.



