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MILLIMETER DIMENSIONS ARE DERIVED FROM ORIGINAL INCH DIMENSIONS

INCHES MILLIMETERS
SYMBOL | MIN. MAX. MIN. MAX. NOTES
@D 1.959 . 49.50
gm 1.631 by.k2 1
E 1.631 1.683 41,43 L2.87
F .250 . 500 6.35 12.70 5
J 4.000 101.60 1,7
M .735 1.000 18.67 25.40 2
M .218 . 328 5.5 8.33 2,8
M .880 .999 22.36 25.37
N 1.375 1.535 34.93 38.98
Ny .250 6.35 3
0 9.640 ]10.1k40 2k .86 257.55
01 9.400 9.780 238.76 2L48.41
@T <320 .LL8 8.13 11.37
g1 .140 172 3.56 L, 36
gw .9382 .9L59 23.831 2L, 025 N
A .375 9.53 6

NOTES :
THE BODY OF THE DEVICE WITH EXCEPTION OF THE HEXAGON, THREAD, AND FLEXIBLE LEAD
EXTENSIONS LIES WITHING Dj.
ANGULAR ORIENTATION OF THESE TERMINALS WITH RESPECT TO HEXAGON PORTION
SQUARE OR RADIUS ON END OF TERMINALS IS OPTIONAL.

LENGTH OF INCOMPLETE OR UNDERCUT THREADS OF ¢M
PITCH DIAMETER OF 1-12 UNF-2A (COATED) THREADS (ASA B1.1-1960)

A CHAMFER (OR UNDERCUT) ON ONE OR BOTH ENDS OF HEXAGON PORTION IS

1.

N Fw

o~

IS UNDEFINED.

OPTIONAL.

MINIMUM FLAT.

SEATED HEIGHT WITH LEAD BENT AT RIGHT ANGLES.
FLEXIBLE LEADS FOR TERMINALS 1 AND 2. ARE IDENTIFIED BY COLOR CODING
FOR SPECIFIC APPLICATIONS.
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